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SILOXA gas wash dryer for biogas, landfi ll gas and
sewage gas, GKW model

Attributes

erutcurts raludom ,ngised tcapmoC  –
,ytilibailer lanoitarepo ,ytilibaliava hgiH  –

low maintenance
snoitpo/seludom rehtruf htiw gnidargpu fo ytilibissoP  –

Frame and base plate

– Made of square tubes, galvanised
– Dimensions according to structural requirements

Gas drying

– Packed bed scrubber, material No. 1.4571
– With packing material and support grille
– Corrosion-resistant water circulation pump 

 gnirotinom wo fl aiv level ll fi retaw eht fo noitalugeR  –
– Demister
– Control of the gas and water temperature 

Water cooler

edam regnahcxe taeh etalP  –
from stainless steel No. 1.4571

 dellortnoc-deeps htiw resnednoc delooc-riA  –
axial fl ow fans

 tinu dradnats decudorp yllaicremmoc ,tcapmoC  –
– Suitable for outdoor installation and all-year operation 

Condensate trap 

 evlav dionelos htiw part etasnednoc citamotuA  –
– Pipe trace heating

Control cabinet

citamotuagnillortnoc rof rossecorporcim htiW  –
operation of thegas wash drying system

Cold insulation

-moc metsys lla fo noitalusni foorp-noisuffid-ruopaV  –
ponents that perform the cooling and supply the 
cooling agent, sheet aluminium 

Factory assembly

,esu rof ydaer deilppus stnenopmoc llA  –
with pipework and cabling

– External interfaces

Technical documentation

/gniward noitallatsni ,snoitcurtsni gnitarepO  –
shop drawing

,margaid tiucric ,margaid noitatnemurtsni dna gnipiP  –
list of assemblies

 rof noitatnemucod laudividni dna stsil strap erapS  –
the installed components

setac fiitrec dna stroper gnitset/noitcepsnI   –

Available options

Version for indoor installation

– Frame made of square tubes, galvanised
– Dimensions according to structural requirements

 gnilooc eht mrofrep taht stnenopmoc metsys ehT  –
and supply the cooling agent have no aluminium 
sheathing

Autonomous heating water supply 

 lanretxe on fi ,gnitaeh sag rof ylppus retaw toH  –
heating water is available from the CHP

 u
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SILOXA gas wash dryer for biogas, landfi ll gas and
sewage gas, GKW model

Explosion-proof design

– ATEX Zone 2 design

Gas heating

– Tube bundle heat exchanger
yllanoitpo/remotsuc yb dedivorp retaw gnitaeH  –

autonomous

Machine container, 10 foot

 H x W x L :snoisnemid lanretxE  –
approx. 3,050 x 2,500 x 2,600 mm

– Aluminium tread plate fl oor
 ,laes rebbur dnuor-lla ,segnih lanretxe ,rood elbuoD  –

door opening 2,310 x 2,280 mm
,edistuo dna edisni demirP  –

exterior painted in RAL 6005, custom colour
possible if desired subject to a surcharge

,hctiws thgil 1 :noitallatsni lacirtcelE  –
2 sockets: 230 V16 A, 2 strip lights, 
1 thermostat-controlledventilator with axial fl ow fan 

Assembly and commissioning

esab no metsys eht fo gnitnuoM  –
constructed by the customer

– Commissioning

Compressor

)egatsitlum( naf lagufirtnec 1  –
– Pressure increase 160 mbar
– V-belt drive with aluminium drive guard 

 ,foorpkael yllacinhcet yltnenamreP  –
ATEX approved for Zone 2

edis noitcus eht no rotinom erusserp 1  –
of the compressor and 1 on the pressure side

edis erusserp eht no rotinom erutarepmet 1  –
of the compressor

Issued: 03/2012, subject to technical modifi cations. 

SILOXA Engineering AG · Phone +49 201/ 99 99 57 - 0 · www.siloxa.com




